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800x3000mm glass panels fixed to

the top of stone clad reinforced

concrete flood defence wall

75mm blinding

Glass panel starting point

Reinforced concrete flood defence

wall. Reinforcement omitted from

this drawing for clarity.

Natural stone cladding and

soldier course coping.

Flood gate in closed position. Flood gate

will be normally open. Artwork on

floodgates to be defined in accompanying

submission by others. Artwork will be

visible in open position.
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Telemetry box recessed into concrete.
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Expansion joint

Rear of drinking fountain relocated to abut the RC core wall.

Stone cladding to be finished with max.

10mm joint offset to either side.
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Flood gate in closed position. Flood gate will

be normally open. Artwork on floodgates to be

defined in accompanying submission by others.

Artwork will be visible in open position.

Glass panel ending point

Reinforced concrete flood defence

wall. Reinforcement omitted from

this drawing for clarity.

Natural stone cladding and

soldier course coping.
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Telemetry box

recessed into

concrete.

250mm (W) x

360mm (H) x

200mm (D)
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1. All levels are shown in metres to Ordnance Survey GPS datum.

2. All dimensions are in millimetres unless stated otherwise.

3. For Reach G (G3) general arrangement details, refer to drawing:

ENV0000489C-JAC-ZZ-4AG-DR-PL-0104 .

4. For cross sections, refer to drawings:

ENV0000489C-JAC-ZZ-4AG-DR-PL-0211 to 0214.

5. For flood gates detail, refer to drawing:

ENV0000489C-JAC-ZZ-4AG-DR-PL-0211 to 213 .

6. For elevation details, refer to drawings:

ENV0000489C-JAC-ZZ-4AG-DR-PL-0310 to 311 .

7. Wall heights are shown as indicative levels above adjacent ground

surface and will vary along the length of the wall.

8. Concrete block cladding at least 200mm below ground level.

Concrete blocks 440x215x150mm to reduce the number of buried

stones and simplify construction.

9. Existing utilities subject to diversion.
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